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CHARACTERISTICS
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25Typical Thermal Resistance °C/WRθJC

Typical Junction Capacitance pFC j 50（1）

（2）

 

Measured at 1 MHz and applied reverse voltage of 4 V D.C
 

（2）

（1）

P.C.B. mounted with 10cmX10cmX1mm copper pad areas.
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TO-251(I-PAK)FEATURES 
High current capability 
Low forward voltage drop  
Low power loss, high efficiency 
High surge capability 
High temperature soldering guaranteed
Mounting position: any 

TO-252(D-PAK)

Surface Mount Standard Rectifiers
G801 THRU G810

MAXIMUM RATINGS AND ELECTRICAL CHARACTERISTICS
Ratings at 25℃ ambient temperature unless otherwise specified.
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Fig.6- Typical Transient Thermal Impedance
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Fig.3  Typical Forward Characteristic
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Fig.4  Typical Junction Capacitance
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Fig.1  Forward Current Derating Curve
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Fig.5  Maximum Non-Repetitive Peak
           Forward Surage Current

P
e
a
k
 

A
)

F
o
rw

a
rd

 S
u
ra

g
e
 C

u
rr

e
n
t 
(

Number of Cycles at 60Hz

8.3 ms Single Half Sine Wave 

(JEDEC Method)

1

1000

00

50

150

200

Fig.2  Typical Instaneous Reverse 
           Characteristics
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Surface Mount Standard Rectifiers
G801 THRU G810

Characteristic Curves (TA=25 ℃ unless otherwise noted)
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TO-252(D-PAK) Package Outline Dimensions 

TO-251(I-PAK) Package Outline Dimensions 
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